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SECTION I. INTRODUCTION

The ability to construct large structures in space has been made practical by
the success of the space shuttle program. Materials for the large structures
can now be transported to an appropriate orbit and assembled. Structures 300
meters or more across agre considered feasible. The structures will be low mass
and flexible. Controlling the mechanical alignment of such structures, for
example ——- large antennas, is critical to their operation. Figure l is an
artist’s illustration of such a structure deployed in orbit around the earth.
Note that the structure illustrated is a truss construction with rigid links
connected in triangular patterns.

Alignment of a structure can be accomplished by inserting linear actuators in
selected positions within the structure. The actuators are commanded to extend
or retract in order to maintain the structure in a desired shape. There is no
requirement for position feedback around each actuator. However, the actuators
should hold their existing length unless commanded to extend or retract.

The space environment is characterized by high vacuum, particle and
electromagnetic radiation, meteroids and zero gravity. Solar energy can cause
widely varying temperatures. The requirements for an actuator to align a space
structure are unique to the space environment and include the following:

a. The actuator must operate in & vacuum

b. The actuator is subjected to operating temperatures varying from
-100° to 300° F.

c. The dynamic response requirements for the actuator are low
(flat frequency response to 1 Hz or less).

d. The actuator must operate with little or no maintanence for
extended periods of time.

e. The force requirements are low, being primarily the force to
overcome friction.

Rotary actuators produce a continuous torque in one direction in order to
provide a continuous output motion, This torque must be balanced inside the
actuator to prevent it from affecting the rest of the system.

One linear actuation approach that meets the preceding requirements and avoids
the torque problem is a design using a fluid pump to expand and contract two
chambers enclosed by metal bellows. Increasing the volume of fluid in one
chamber by pumping from the other causes the actuator to extend. Reversing the
pumping direction causes the actuator to retract. The actuator is a closed
system with no sliding seals. Silicone o0il is used as the fluid for the
actuator because of its viscosity change vxth temperature characteristic and
its high flash temperature (greater than 500°F).

..........
...........
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bR, SECTION II. MECHANIZATION DESCRIPTION

“\‘.‘; : l. General

1%

} . The problems of fluid component design generally associated with operation
: ' under high vacuum conditions are sublimation and evaporation of materials, cold
MY welding, friction and wear. One of the problems associated with sublimation is
: that the sublimated materials tend to plate out on cooler surfaces. This
\ plating could have a negative effect on the operation of other components.
.::,l Metals sublimate at increasing rates directly with i.ncreuigs vapor pressure.
N Aluminum, for exangle, sublimates at about 3.94 x 10 in./year at a
_:: temperature of 1020 “F. Iron sublimates at the same rate at 1420 °F. The
operating design temperature for the alignment actuator is 300 °F which is

considerably lower than the preceding temperatures at which metal sublimation
e could be a problem. Polymers, such as Teflon, do not evaporate or vaporize in

o vacuum. At elevated temperatures, they do decompose. However, for Teflon, the
.0 elevated temperature at which a 10%/year weight loss occurs is 710 °F. Again
‘; this is considerably above the expected temperature at which the space actuator
" will be subject. Pure metals sublimate faster than alloys and oxide coatings

can reduce sublimation rates. This actuator is designed to incorporate an

w5 oxide coated aluminum cover which should minimize the sublimation problem. The
»':f. stainless steel bellows camnot be coated because they must flex. The material
. which sublimates from the bellows should be contsined by the actuator cover and
'_;:3 plate out inside the actuator. However this plating will not sublimate enough

to affect the actuator’s operation even after several years. The containment
cover will prevent the actuator’s sublimation from having more than a minimal
2 impact on other components in the structure. The elastomer seals sublimate
iy faster than metal. Silicone elastomers undergo a 102 weight loss per year at a
5 temperature of 400 °F, 100 °F above the design temperature for the actuator.
.(_' However, sublimation rate is a function of surface area exposed to the vacuum
b and the seals will have only a thin line exposed to the vacuum. The material
loss is expected to be low enough to allow the seals to last for several years.

a ]

N N

: 2. S8pecific

‘$ The materials used in the construction of the actuator are:

Y. a. Aluninum

Py b. Stainless Steel

e c. Teflon

Ay d. Flurosilicone Elastomers

" e. Copper

f. Samarium Cobalt

p
i The main structure of the actuator is fabricated from aluminum. Stainless
W\ steel is used for the bellows, fasteners, force motor framee and springs.

>

Teflon is used as a bearing material, both in rollers and sliding shaft guides.
Flurosilicone elastomer is used for the "O" ring seals. The force motors used
in the fluid pump use stainless steel in the housings, copper wire in the

- driving coils and incorporate Samarium Cobalt magnets. If necessary for lomg
\
o
¥4
ey 3
-
» n,'-'l' LU Ao A . WAL

LI P P I P AR <'\<_'- Tt e le e L TR e Y A 1“.‘..'._..'_...-.'_.- L ‘,..‘.‘ -, _..-- o _‘..\‘.(\,V o -_'_-,'-."4" s
STl 'I-’;J‘:F-f».‘" %4, ‘: LSRR IR o ("-".‘"'x.'»_'-" ‘\."‘. A N Pt e e e T T el




A

e

RSCLELERE b

=

.

R R EFFFL

AR R

term operation, metal seals can be substituted for the flurosilicone static
seals used between the sections of the actuator in order to minimize
sublimation of the static seals. Figure 2 is a photograph of the actuator
constructed to demonstrate the concept. As shown on Figure 2, the entire center
section of the actuator within the three rails moves relative to the rails.
The position bellows at the right end of the center section is used to drive
the center section. Two of the three coil springs used to establish a
quiescent pressure above ambient pressure can be seen in Figure 2.

Hydraulic systems in space have the risk of being pierced by meteroids. If the
fluid escapes, it may spread over a large area and condense out on lenses and
electrical connections. The aluminum cover should provide sufficient
protection from meteroids of the size that are expected to be encountered.

The actuator was designed so that the entire center section moves relative to
the outer frame. This allows the two masses of the actuator which move
relative to each other to be about equal. This maintains the actuators center
of gravity in the same relative position to the ends (i.e., if the center of
gravity was at the center at full retract, it would remain at center at full
extend). The actuator could easily be modified to sllow the center of gravity
to remain a fixed distance from one end.

Figure 3 is a schematic of the fluid transfer circuit for the actuator. The
circuit uses four spring loaded ball check valves, two floating checks, two
pump bellows, a reservoir bellows, a position bellowz and two electromagnetic
force motors. Fluid is transferred between the reservoir and position bellows
by the check valve pumps. The direction of fluid transfer is determined by
which pump (extend or retract) is operated. The floating checks prevent
backflow through the pumps when there are different pressures in the resexvoir
and position bellows.

Figure 4 is a pictorial of the fluid transfer circuit element arrangement as
used in the actuator. The check valves and floating checks are mounted in a
cylindrical housing with the position bellows attached to one face of the
housing and the two force motors and bellows attached to the opposite face.
The reservoir bellows is attached to the housing supporting the force motors
which drive the pump bellows.

The actuator will move a fixed amount for a given stroke of the pump driver.
The pump driver stroke will depend on fluid pressure, signal current and signal
frequency. The pumps may be driven at a low frequency with a continuously
variable current to provide a continuously variable resolution.

The floating checks prevent fluid from rushing by during pump intake when
pumping from high pressure to low pressure. This maintains the capability for
high resolution.




HOUN:UU€ .Hmw:_._ .N @u—:w_m

R T

o
3

N -

-

oS
N

et




dTIPWAYdS pINTy ¢ 2and1g

WA LA \)

LNdNI 1OVHL3Y s_aw

SMOT138 %
— dind |

<
‘-w‘l‘b
e
S Bl ial

»
"'

e,

. 4.‘
PR L PN
LRy -

M T |
VVV I~ 3nava A~~~
7 H$93HD o i
SMOT1138 ONILVO14 Y — ke

NOILISOd HIOAY3S 3 g
O 00—

e e

e L e

o T et Tl
IR N i

Te e

JNTVA MO3HD
Tive i

_ 4OLOW
LNdNI ON3LX3 H@._.__ — Soios

~_‘»,-.".‘.‘ t. .
VL AT Y S LI,




191103274 ITNOIY) PINTd ¥ aanByy

SM071138 NOILISOd

AATVA
AD3HI

MO3HO ONILVOTd \Qp

\% &» ,

SMOT1138
dWNd ’
1OVYL3Y

SM01138
HI0OAY3S3Y
SM017138

dWNNd
AN3LX3




BTN

-y hadisdianadi i AL SR A kB i Aani Sl ok e g Al o Y O T TR T T T Y IO Y g T =

SECTION III. HARDVARE DERSCRIPTION

1. Force Motor Description

The force motors used to drive the pump bellows are a moving magnet design
developed by Dynamic Controls, Inc. under Air Force contract F33615-79-C-3602.
The motors develop greater than four pounds of force over a linear stroke of
0.125 inches and a force greater than three pounds over a stroke of 0,225
inches. The force is directly proportional to input current. The four pound
output force is developed at a current of 1.6 amps which corresponds to an
input power of 35 watts. Figure 5 is a cross section of the force motor design.
The magnet material is Tascore 21 samarium cobalt, produced by Thomas &
Skinner, Inc., Indianapolis, Indiana and is polarized axially.

Figure 6 shows the force motor and pump bellows hardware. Note that the magnet
is located radially in the force motor with a Teflon bearing. Note also that a
guide rod extends through the center of the pump bellows to provide support for
the pump bellows guide rings.

Figure 7 shows the two force motors as mounted in the space actuator. The
motors are connected to one end of the pump bellows. The pump bellows are
constructed in three sections from 316 stainless steel. Like the position and
reservoir bellows, the comstruction is,  of the edge welded type. The effective
area of the pump bellows is 0.181 in.”, External springs are mounted between
the end of the bellows and the force motors. The springs are used to balance
the force due to the quiescent pressure in the fluid circuit. A positive
quiescent pressure is required for operation of the actuator in space. The
check valve pumps reduce or increase the pressure in the reservoir and position
bellows around the quiescent pressure.

2. Positiom and Reservoir Bellows Descriptiom

Figure 8 shows the position and reservoir bellows with their internal support
rods. Both bellows are of edge welded construction and are made om 316
stainless steel. They have a rated effective drive area of 3.89 in.“. Both
bellows are fabricated in sections with a support ring between each section.
The guide rods serve to guide the support rings and minimize the fluid volume
inside the bellows. The support rods incorporate fill/bleed holes and are
fabricated from aluminum. The end plug sections shown at the extreme left and
right in Figure 8 connect the guide rod bleed holes to the fill/bleed fittings.

3. Pump Hardware Description

Figure 9 shows a poppet check valve (on the left side of the figure) and a
floating check valve. The poppet check valve used is a Circle Seal cartridge
with the housing modified to incorporate an "0" ring. The cartridge was
designed with a cracking pressure of 0.15 psi and is fabricated primarily from
aluminum. The floating check valve was designed by Dynamic Controls, Inc. and
fabricated from 440C stainless steel. The poppet check is a zero leakage design
incorporating a poppet with an elastomeric "0" ring. The floating check valve
uses & lapped face and a lapped piston-to-bore seal.




T

UOTI0S 8801) I03JO0W VIog °§ danBLy

L o o o s aod e oa

=
O
%)

L AAANRAAN M

"’P”"’) N””’DA

77 1 S\

=)o
B0 % % %%

_— L3INOVN

WaVAVAVAVAV VAW
woooow“oooo%o X

0.9.9.0.9.0.9.0.9,
(27T RIS

9 ' L =5 . i Y Xy - -3 ., y e e e .
VLT YEIEINE. | AASOITT AANAIUAS. SRR T TGl PR SIS b gt o v X




axempiey dung pue 1030 92104 *9 2and1g




AO
s
'

"
-
[
-
'
L]

e
3

o

g
MDA RS

4

’S"‘-
o
‘v)

5. \ A ]
¥

'o;‘\ "p-hr"'n;"- "-( -(ﬁ* .,.

v AV W A

LAl o af g i e g~

T

T w-vav-cvv:-‘w

Force Motor Mounting

Figure 7.

AR AL G A E DO
8 .. - . N

~ o -



Position and Reservoir Bellows

Figure 8.
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4. Controller Description

Figure 10 shows the front of the controller used to drive the actuator. Front
panel controls for amplitude and frequency of the output are incorporated in
the design in order to investigate the effect of varying those parameters on
the actuator output rate and force. A three position toggle switch is used to
control the direction of the actuator’s motion (which check valve pump is
driven). The controller’s maximum output voltage is + 28 volts DC. The
controller uses a function generator to generate a squarewave output over a
frequency range of 4 to 80 Hz. A frequency counter is installed on the front
panel to monitor the output frequency.

Figure 11 shows the internal construction of the controller. The output stage
of the controller uses a power op amp capable of providing 2 amperes curremt at
28 volts to the force motors. Two 28 volt commercial power supplies are used
to provide the + and - 28 volts for the power amp.

5. Actuator Support Bearings

Figure 12 shows the low friction support method allowing the extend and retract
motion of the actuator. Carriage mounted Teflon rollers run in the three
support rails., Two carriages are used in each rail. The rollers run om
machined flat grooves in the pump body and a support ring. The grooves (and
rails) are located at 120° intervals around the circumference of the actuator.
The roller carriages are retained in the desired travel range by stop pins
installed in the support rails.

6. 8izing Values
The actuator was designed with the following values:

a. Position and Reservoir Bellows Effective Area - 3.89 in.2

b. Actuator Stroke - 2.00 in.

c¢. Pump Bellows Effective Area - 0.181 in.2
d. Pump Effective Stroke - 0.125 in.
e. Quiescent Pressure - 14 1b./in.2
f. Force Motor Coil Resistance - 14 Ohms

g. Force Motor Driving Voltage - 28 Volts

The selection of the quiescent pressure is arbitrary. The quiescent pressure
does limit the output force of the actuator in the retract mode, since the
retract pump cannot reduce the pressure in the position bellows below 0 PSIA.

14
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SECTION IV. TEST RESULTS

The performance characteristics measured on the space actuator were rate of
movement and force output as a function of force motor input current, frequency
and position.

Figure 13 shows the extend and retract stall force characteristics as a
function of the actuator position and driving current for the particular force
motor. The extend force shows the expected increase with input current, since
the output force for the force motors increases linearly with input curreat.
At the center of the stroke, the maximum extend force is 37 lbs. The change in
the force output at a constant input current is due to the spring rate of the
position and reservoir bellows.

The retract force shown on Figure 14 shows that the maximum force output (37
pounds at center position) is independent of force motor drive current. As
previously discussed, the force limitation is due to reaching an absolute
pressure of zero in the position bellows. Note that this force curve is
corrected for 14.7 psi ambient pressure and reflects the force generation
capability of the actuator operating in the vacuum of space.

Figure 15 shows the effect of pump driving frequency upon the stall force for
full extend, null and full retract positions with a current input of 1.6 amps.
Note, that as the frequency of excitation for the extend pump increases above 5
Hz, the output force decreases with increasing frequency. The roll off occurs
sooner than expected and reflects the particular setup adjustment on force
motor used for the extend pump.

Figure 16 shows the effect of pump driving frequency upon the retract force at
different positions and a constant current level of 1.6 amperes. Note that the
force curve is corrected to reflect operation of the actuator in a vacuum. The
output force remains constant up to a pump driving frequency of 18 Hz. The
output force change with position reflects the spring rate of the position and
reservoir bellows.

The maximum rate of movement at 1.6 amps peak input current at 6 Hz into the
pumps was measured as:

Extend Motion

For full extend from retract position 0.0267 in./sec
For extend motion of 1 inch
stroke around null position 0.0294 in./sec
Retract ion
For full retract from extend position 0.050 in./sec
For retract motion of 1 inch
stroke around null position 0.058 in./sec
18
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The difference in the extend and retract slew rates reflects a difference
between the retract and extend direction pump characteristics due to the force
motor setup.

The oscillating reaction force of the pump force motors is noticeable. This
could cause a vibration excitation of the structure. If this actuator wvere
suspended in free space, it is estimated the vibration would create a motion
amplitude of +0.01 in. at the frequency of the motor’s drive signal. If the
vibration level were too large, the motor design could be easily modified to
push two masses in opposite directions im order to cancel the reaction force.
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SECTION V. CONCLUDING COMMENTS

The hardware fabricated to demonstrate feasibility operated as expected.
However, the hardware’s performance has been evaluated only at room
temperature. The unit is designed to operate over a wide temperature range and
side to side differential temperature.

The demonstration hardware weighed 47 pounds. Ko attempt was made in the
design to minimize size or weight. Size and weight reductions to 1/3 of the
present values appear practical without performance changes.
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